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5.1 Traffic Considerations 
 
The information in this chapter is taken from two reports; Final Demand Forecasting 
Technical Memorandum – Luckett Road and Sunshine Boulevard Extension 
Corridor Study, dated September 2007 and Final Luckett Road Extension Corridor 
Study – Final Project Design Traffic and Intersection Geometrics Technical 
Memorandum, dated January 2008.  This report documents the existing and future 
travel demand and the analysis of the Build and No Build scenarios in support of 
this Corridor Study.  It includes detailed discussion of the travel demand forecasting, 
planned roadway improvements in the area, level of service analyses for the design 
years, and intersection configurations. 
 

5.2 Travel Demand Forecasting  
 
As part of this project, the Lee County MPO’s Year 2030 Adopted Cost Feasible 
Long Range Transportation Plan (LRTP) travel demand model was the primary 
tool used to estimate the future year traffic volumes.  This model was converted 
to Average Annual Daily Traffic (AADT) volumes by multiplying the Peak Season 
Weekday Average Daily Traffic (PSWADT) volumes by the Lee County Model 
Conversion Factor of 0.92. Average traffic growth rates were calculated for the 
existing roadways within the study area by comparing the 2030 AADT volumes 
with the historic growth rates and then adjusting the network and MPO model to 
account for inconsistencies and new or expanded roadways.  This analysis 
included a thorough review of the Traffic Analysis Zone (TAZ) Structure, land use 
data and roadway network coding. Based on this analysis the 2030 AADT Traffic 
Volumes were developed for a Build and No-Build Scenario for Luckett Road. 
Table 5-1 shows the projected AADT volumes for the East-West roads in the 
East Lee County roadway network under the Build and No-Build Condition for the 
2030 Design Year. Table 5-2 shows the projected AADT volumes for the North-
South roads in the East Lee County roadway network under the Build and No-
Build Condition for the 2030 Design Year.  Figure 5-1 shows the impact of the 
Build Scenario on the Level of Service for the roadway network. Figure 5-2 
shows  the Year 2030 AADT volumes. 
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FIGURE 5-2  – YEAR 2030 AADT Volumes 
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TABLE 5-1 – 2030 AADT Volumes for East-West Roads 
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TABLE 5-2 – 2030 AADT Volumes for North-South Roads 

 




